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Environmental Protection Agency § 75.12 

§ 75.12 Specific provisions for moni-
toring NOX emission rate (NOX-dil-
uent monitoring systems). 

(a) Coal-fired units, gas-fired non-
peaking units or oil-fired nonpeaking 
units. The owner or operator shall meet 
the general operating requirements in 
§ 75.10 of this part for a NOX continuous 
emission monitoring system (CEMS) 
for each affected coal-fired unit, gas- 
fired nonpeaking unit, or oil-fired non-
peaking unit, except as provided in 
paragraph (d) of this section, § 75.17, 
and subpart E of this part. The diluent 
gas monitor in the NOX-diluent CEMS 
may measure either O2 or CO2 con-
centration in the flue gases. 

(b) Moisture correction. If a correction 
for the stack gas moisture content is 
needed to properly calculate the NOX 
emission rate in lb/mmBtu, e.g., if the 
NOX pollutant concentration monitor 
measures on a different moisture basis 
from the diluent monitor, the owner or 
operator shall either report a fuel-spe-
cific default moisture value for each 
unit operating hour, as provided in 
§ 75.11(b)(1), or shall install, operate, 
maintain, and quality assure a contin-
uous moisture monitoring system, as 
defined in § 75.11(b)(2). Notwithstanding 
this requirement, if Equation 19–3, 19–4 
or 19–8 in Method 19 in appendix A to 
part 60 of this chapter is used to meas-
ure NOX emission rate, the following 
fuel-specific default moisture percent-
ages shall be used in lieu of the default 
values specified in § 75.11(b)(1): 5.0%, for 
anthracite coal; 8.0% for bituminous 
coal; 12.0% for sub-bituminous coal; 
13.0% for lignite coal; and 15.0% for 
wood. 

(c) Determination of NOX emission rate. 
The owner or operator shall calculate 
hourly, quarterly, and annual NOX 
emission rates (in lb/mmBtu) by com-
bining the NOX concentration (in ppm), 
diluent concentration (in percent O2 or 
CO2), and percent moisture (if applica-
ble) measurements according to the 
procedures in appendix F to this part. 

(d) Gas-fired peaking units or oil-fired 
peaking units. The owner or operator of 
an affected unit that qualifies as a gas- 
fired peaking unit or oil-fired peaking 
unit, as defined in § 72.2 of this chapter, 
based on information submitted by the 
designated representative in the moni-

toring plan shall comply with one of 
the following: 

(1) Meet the general operating re-
quirements in § 75.10 for a NOX contin-
uous emission monitoring system; or 

(2) Provide information satisfactory 
to the Administrator using the proce-
dure specified in appendix E of this 
part for estimating hourly NOX emis-
sion rate. However, if in the years after 
certification of an excepted monitoring 
system under appendix E of this part, a 
unit’s operations exceed a capacity fac-
tor of 20 percent in any calendar year 
or exceed a capacity factor of 10.0 per-
cent averaged over three years, the 
owner or operator shall install, certify, 
and operate a NOX-diluent continuous 
emission monitoring system no later 
than December 31 of the following cal-
endar year. If the required CEMS has 
not been installed and certified by that 
date, the owner or operator shall re-
port the maximum potential NOX emis-
sion rate (MER) (as defined in § 72.2 of 
this chapter) for each unit operating 
hour, starting with the first unit oper-
ating hour after the deadline and con-
tinuing until the CEMS has been provi-
sionally certified. 

(e) Low mass emissions units. Notwith-
standing the requirements of para-
graphs (a) and (d) of this section, the 
owner or operator of an affected unit 
that qualifies as a low mass emissions 
unit under § 75.19(a) and (b) shall com-
ply with one of the following: 

(1) Meet the general operating re-
quirements in § 75.10 for a NOX contin-
uous emission monitoring system; 

(2) Meet the requirements specified 
in paragraph (d)(2) of this section for 
using the excepted monitoring proce-
dures in appendix E to this part, if ap-
plicable; or 

(3) Use the low mass emissions ex-
cepted methodology in § 75.19(c) for es-
timating hourly NOX emission rate and 
hourly NOX mass emissions, if applica-
ble under § 75.19(a) and (b). 

(f) Other units. The owner or operator 
of an affected unit that combusts wood, 
refuse, or other material in addition to 

VerDate Aug<31>2005 09:08 Sep 13, 2007 Jkt 211157 PO 00000 Frm 00229 Fmt 8010 Sfmt 8010 Y:\SGML\211157.XXX 211157rf
re

de
ric

k 
on

 P
R

O
D

1P
C

67
 w

ith
 C

F
R



220 

40 CFR Ch. I (7–1–07 Edition) § 75.13 

oil or gas shall comply with the moni-
toring provisions specified in para-
graph (a) of this section. 

[58 FR 3701, Jan. 11, 1993, as amended at 60 
FR 26520, May 17, 1995; 63 FR 57499, Oct. 27, 
1998; 64 FR 28591, May 26, 1999; 67 FR 40423, 
June 12, 2002] 

§ 75.13 Specific provisions for moni-
toring CO2 emissions. 

(a) CO2 continuous emission monitoring 
system. If the owner or operator chooses 
to use the continuous emission moni-
toring method, then the owner or oper-
ator shall meet the general operating 
requirements in § 75.10 for a CO2 contin-
uous emission monitoring system and 
flow monitoring system for each af-
fected unit. The owner or operator 
shall comply with the applicable provi-
sions specified in §§ 75.11(a) through (e) 
or § 75.16, except that the phrase ‘‘CO2 
continuous emission monitoring sys-
tem’’ shall apply rather than ‘‘SO2 con-
tinuous emission monitoring system,’’ 
the phrase ‘‘CO2 concentration’’ shall 
apply rather than ‘‘SO2 concentra-
tion,’’ the term ‘‘maximum potential 
concentration of CO2’’ shall apply rath-
er than ‘‘maximum potential con-
centration of SO2,’’ and the phrase 
‘‘CO2 mass emissions’’ shall apply rath-
er than ‘‘SO2 mass emissions.’’ 

(b) Determination of CO2 emissions 
using appendix G to this part. If the 
owner or operator chooses to use the 
appendix G method, then the owner or 
operator shall follow the procedures in 
appendix G to this part for estimating 
daily CO2 mass emissions based on the 
measured carbon content of the fuel 
and the amount of fuel combusted. For 
units with wet flue gas desulfurization 
systems or other add-on emissions con-
trols generating CO2, the owner or op-
erator shall use the procedures in ap-
pendix G to this part to estimate both 
combustion-related emissions based on 
the measured carbon content of the 
fuel and the amount of fuel combusted 
and sorbent-related emissions based on 
the amount of sorbent injected. The 
owner or operator shall calculate daily, 
quarterly, and annual CO2 mass emis-
sions (in tons) in accordance with the 
procedures in appendix G to this part. 

(c) Determination of CO2 mass emissions 
using an O2 monitor according to appen-
dix F to this part. If the owner or oper-

ator chooses to use the appendix F 
method, then the owner or operator 
shall determine hourly CO2 concentra-
tion and mass emissions with a flow 
monitoring system; a continuous O2 
concentration monitor; fuel F and Fc 
factors; and, where O2 concentration is 
measured on a dry basis (or where 
Equation F–14b in appendix F to this 
part is used to determine CO2 con-
centration), either, a continuous mois-
ture monitoring system, as specified in 
§ 75.11(b)(2), or a fuel-specific default 
moisture percentage (if applicable), as 
defined in § 75.11(b)(1); and by using the 
methods and procedures specified in 
appendix F to this part. For units using 
a common stack, multiple stack, or by-
pass stack, the owner or operator may 
use the provisions of § 75.16, except that 
the phrase ‘‘CO2 continuous emission 
monitoring system’’ shall apply rather 
than ‘‘SO2 continuous emission moni-
toring system,’’ the term ‘‘maximum 
potential concentration of CO2’’ shall 
apply rather than ‘‘maximum potential 
concentration of SO2,’’ and the phrase 
‘‘CO2 mass emissions’’ shall apply rath-
er than ‘‘SO2 mass emissions.’’ 

(d) Determination of CO2 mass emissions 
from low mass emissions units. The owner 
or operator of a unit that qualifies as a 
low mass emissions unit under § 75.19(a) 
and (b) shall comply with one of the 
following: 

(1) Meet the general operating re-
quirements in § 75.10 for a CO2 contin-
uous emission monitoring system and 
flow monitoring system; 

(2) Meet the requirements specified 
in paragraph (b) or (c) of this section 
for use of the methods in appendix G or 
F to this part, respectively; or 

(3) Use the low mass emissions ex-
cepted methodology in § 75.19(c) for es-
timating hourly CO2 mass emissions, if 
applicable under § 75.19(a) and (b). 

[58 FR 3701, Jan. 11, 1993, as amended at 60 
FR 26521, May 17, 1995; 63 FR 57499, Oct. 27, 
1998; 64 FR 28591, May 26, 1999; 67 FR 40423, 
June 12, 2002] 

§ 75.14 Specific provisions for moni-
toring opacity. 

(a) Coal-fired units and oil-fired units. 
The owner or operator shall meet the 
general operating provisions in § 75.10 
of this part for a continuous opacity 
monitoring system for each affected 
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